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NATURAL RESOURCES CONSERVATION SERVICE
CONSERVATION PRACTICE STANDARD

CLEARING AND SNAGGING
(ft)

CODE 326

DEFINITION

Removing snags, drifts, or other obstruc-
tions from a channel.

PURPOSE

To increase the flow capacity of a channel
by improving the flow characteristics to:

•  Prevent bank erosion by eddies

•  Reduce the forming of bars

•  Minimize the occurrence of ice jams

Special attention shall be given to maintain-
ing or improving visual resources and
habitats for fish and wildlife, where
applicable.

CONDITIONS WHERE PRACTICE
APPLIES

Any channel or floodway where the removal
of trees, brush, and other obstructions is
needed to accomplish one or more of the
listed purposes.  If clearing and snagging are
likely to result in channel erosion, im-
pairment to the landscape resource  quality,
or impairment to habitat for fish and wildlife,
either the clearing and snagging shall not be
done or practices to minimize such dam-
ages shall be applied concurrently with the
clearing and snagging.

DESIGN CRITERIA

The capacity of the channel, both before and
after improvement, shall be determined by
use of Manning's Formula, using appli-cable
values of the retardance factor, "n" for both
conditions.  The value of "n" used to
determine channel capacity after

improvement shall reflect the degree of
maintenance expected in future years.

The area to be cleared and snagged shall
include the perimeter of the channel, the flow
area of the floodway, or both.  Adjacent trees
or other objects that may fall into the channel
shall also be included.  Clearing and
snagging may be specified for other areas,
including berms, for use as temp-orary
disposal areas or travelways, or for planned
conservation uses.  Channel stability shall
not be impaired by clearing and snagging.
The effect of removing obstructions on
downstream reaches shall be considered.

Plans for clearing and snagging shall com-
ply with all applicable Federal, state, and
local laws and regulations.

PLANS AND SPECIFICATIONS

Plans and specifications for clearing and
snagging shall be in keeping with this
standard and shall describe the require-
ments for applying the practice to achieve its
intended purpose.

OPERATION AND MAINTENANCE

A written operation and maintenance plan
shall be developed with input of the owner-
operator.
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NATURAL RESOURCES CONSERVATION SERVICE
MISSOURI CONSTRUCTION SPECIFICATION

FOR
CLEARING AND SNAGGING

(326)

Construction operations shall be carried out
in such a manner and sequence such that
erosion and air and water pollution will be
minimized and held within legal limits.  A
land disturbance permit from the
Missouri Department of Natural
Resources may be needed if the
disturbed area is greater than five acres
in size.

The completed job shall present a
workmanlike appearance and shall conform
to the line, grades, and elevations shown on
the drawings or as staked in the field.

All operations shall be carried out in a safe
and skillful manner.  Safety and health
regulations shall be observed and
appropriate safety measures used.

All trees, stumps, and brush within the
perimeter of the channel shall be cut as
close to the ground as the cutting tools
permit.  If other areas are to be cleared, the
trees, brush, and other woody vegetation
shall be cut within the maximum distance
above the ground level specified.

Trees shall be felled in such a manner as to
avoid damage to other trees, property, and
objects outside the limits of clearing.

Down trees, logs, drifts, boulders, debris and
other obstructions lying wholly or partly in the
channel shall be removed.  Piling, piers,
headwalls, and sediment bars that obstruct
the free flow of water shall be removed if so
designated in the project plan.

If herbicide treatment is planned, the stumps
and brush in the specified area shall be
treated at the time of clearing according to
the recommendations of the manufacturer of
the herbicide specified or being used.

The use of explosives in all clearing and
snagging operations shall be in strict
compliance with applicable state statutes
and regulations.

If channels are located in cultivated areas or
in areas of high value land, trees, logs, and
all combustible material resulting from the
clearing and snagging operations shall be
burned, buried, or piled in designated
disposal areas as specified for the project.
All burning shall be performed outside the
channel and shall conform to regulations in
effect in the area.  In other areas, such as
woodland or rangeland material shall be
disposed of in such a manner that it does
not float away or reenter the channel.
Residue from burning and noncombustible
material shall be buried outside the channel
or placed in designated disposal areas.  All
buried material shall have an adequate earth
cover to permit proper land use.

Measures and construction methods that
enhance fish and wildlife values shall be
incorporated as needed and practical.
Special attention shall be given to visual
resources protecting and maintaining key
shade, food, and den trees and to
stabilization of disturbed areas.
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